Abstract-This article proposes a transmission pricing method that integrates the transmission loss component with the distribution factors enhanced transmission pricing method for the pool electricity market. Two new schemes are proposed: (1) New Scheme 1-the losses are allocated only for the locational charges and (2) New Scheme 2-the losses are allocated for both locational and non-locational charges. Both methods use justified distribution factors to evaluate the transmission line flows more accurately. The transmission losses are allocated among the market users by integrating the generalized generation justified distribution factors and generalized load justified distribution factors with the modified pro-rata method. The proposed approach is tested on the 10-machine IEEE 39-bus (New England) system to prove its effectiveness. Results show that the proposed method is able to reconcile transmission service cost fairly.
Introduction
An important aspect in the restructured electricity market design is the transmission pricing method [1] . It is essential for a power market policy to satisfy all its users through a fair and equitable transmission charge scheme [2] . The following should be performed in transmission access pricing: charge the user for the actual utilization of the grid; provide signals to new power plants about best locations that can relieve transmission congestion and losses; be predictable, simple, and easy to implement and ensure recovery of total transmission revenue [2, 3] . In the deregulation environment, one always disputable issue is allocating the power losses and dealing it with the transmission pricing.
In the electricity trading arrangement operating under a pool power market, transmission cost allocation is a major issue, as it is difficult to detect the contribution of each user in a line since the power output from different power plants are "pooled" together to meet the required demand. With these issues, several strategies for transmission allocation have been proposed worldwide to provide an efficient economic signal to the transmission users as well as transmission utilities [4] [5] [6] [7] [8] [9] [10] .
In recent years, distribution factors have been suggested as a popular mechanism to allocate transmission payments in restructured power systems, as these factors can efficiently evaluate transmission usage [10] . In addition, this is also because of its simplicity, linearity, and physical plausibility [2, 8] . There are three approaches of distribution factors to allocate payments to different users of a transmission networks that are A factors (to net injections), D factors (only to generators), and C factors (only to loads). However, these methods have some weaknesses since they rely on some conditions. For instance, the set of distribution factors for a pair of nodes found using a particular reference bus differs from the one using another bus [11] . This can cause consume more time to generate a new set of distribution factors if the users request to use different reference node to accommodate their transactions [11, 12] . Furthermore, it would also be unsuitable to use it in transmission pricing or congestion management since the participants cannot predict the prices and avoid congestion of the network with ease if the reference is unknown [11] . To overcome this problem, a new technique has been successfully implemented independent of the references bus by making use of the properties of the distribution factors, called justified distribution factors (JDFs). JDFs are originally used to solve the congestion curtailment in the bilateral trading [11] . However, in [12] , it was proved that JDFs can also be implemented in pool trading to estimate the contribution of the users in the line flows and at the same time to identify the counter-flow lines. The result generated from JDFs are used in generalized generation distribution factors (GGDFs) and generalized load distribution factors (GLDFs) to calculate the contribution of each market participant to the transmission line system in the PoolCo model. Loss allocation is a procedure for subdividing the system transmission losses into fractions, the costs of which then become the responsibility of individual users of the power system (generation companies [GENCOs], distribution companies [DISCOs], marketers) [13] . The energy that flows into the meshed network to the loads needs to be traced, and the losses in the transmission networks need to be charged and transparently apportioned to the appropriate generator/load [14] . Unfortunately, it is not an easy task due to the non-linear characteristic of energy flow and losses in the networks. In this respect, a number of approximate models and algorithms have been introduced in the literature that try, as accurately as possible, to allocate the losses to the market users [14] [15] [16] [17] [18] [19] [20] [21] [22] [23] [24] . The developed loss allocation schemes can be categorized into incremental, circuit-based, proportionalsharing, pro-rata (PR), and miscellaneous approaches for bilateral transactions [13] . There are a number of new proposed methods that have been developed, such as the power flow based monetary flow method [3] , the hybrid genetic algorithm-support vector machine technique [14] , current adjustment factors (CAFs) [25] , and bus impedance matrix (Z bus) based contribution factors [26] , to improve the effectiveness of transmission loss allocation. However, they still have drawbacks while dealing with transmission pricing. First, these methods totally neglect counter-flows and always allocate positive losses. Counter-flows are very important to consider, as these can relieve the congested transmission lines. With regard to a fair transmission charging, a negative charge or credit can be given to the users that contribute counter-flows or negative losses. Second, the transmission usage and losses are calculated simultaneously. Therefore, the market operator cannot trace which market users contribute positive losses. This is very important for development of new power plant generation. New power plants should avoid being developed in areas that contribute more losses and congestions.
The cost of the basic transmission services corresponds primarily to the fixed transmission cost, also referred to as the embedded transmission facility cost [9] . The embedded cost is defined as the revenue requirements needed to pay for all existing facilities plus any new facilities added to the power system during the life of the contract for transmission service. The embedded cost methods are commonly used throughout the utility industry to allocate the cost of transmission services. The allocation of the embedded cost is done through usage calculation [27] . There are four different embedded costs of wheeling methods that could be used, namely the postage stamp method, contract path method, distance-based MW-mile method, and power flow based MW-mile method [28] .
The MW-mile methodology may be regarded as the first pricing strategy proposed for the recovery of fixed transmission costs based on the actual use of transmission networks [9] . However, this method is not sufficient to cover the total transmission revenue. A new technique was introduced, namely the postage stamp coverage method, for the purpose of covering the total transmission system cost by sharing among the generators the costs associated with the unused capacity [29] . The method is simple, but its main drawback is that the charges paid by each user do not reflect the actual use that the users make of the network or the value they derive from being connected [2] .
This article proposes novel transmission pricing approaches for allocating transmission service charges among pool market users. Generalized generation justified distribution factors (GGJDFs) and generalized load justified distribution factor (GLJDFs) are used to trace the contribution of each generator/load to the network system accurately. The losses are allocated among the users by integrating the modified PR (MPR) method with the GGJDF and GLJDF approaches. This method has the ability to allocate system losses among different participants taking into account the counter-flows, which are detected by the GGJDFs and GLJDFs. In addition, the user's location within the network is also considered by assigning losses according to the utilization of the grid. For transmission service charges, two schemes have been developed: (1) New Scheme 1 (NS1), which integrates the loss charge with conventional locational charges, and (2) New Scheme 2 (NS2), which integrates the loss charge with both conventional locational and non-locational charges. Both schemes are tested in a case study to identify which scheme is superior.
This article is organized as follows. Section 2 introduces a distribution factors enhanced transmission pricing (DFETP) method, and Section 3 presents the development of the MPR method to allocate losses among different uses. Section 4 describes the new transmission charge scheme formulation, and Section 5 provides a case study based on the 10-machine IEEE 39-bus (New England) system to show the merit of proposed scheme over the DFETP method.
DFETP Method
The DFETP method proposed in [30, 31] is based on DC calculations and does not consider transmission losses. There are two subsections that follow for this approach: transmission usage evaluation and transmission pricing methods.
Transmission Usage Evaluation
JDFs were introduced in [11] to overcome the drawback of the distribution factors method in which it could cause more time to generate a new set of distribution factors if the users request to use a different reference node to accommodate their transactions [3] . JDFs are used to identify the net power flow in the transmission line system, where it is formed by adding a justification factor J ij to the original distribution factor, so that the distribution factors for line i-j at bus i and bus j have the same magnitudes but opposite signs; this is written mathematically as [11] :
The power flow in line i can be traced using Eq. (3): (3) where JDF j i is the factor for line i with respect to bus j, P j is the net injection power at bus j, and m is the number of buses. To calculate the circuit flow caused by each market user, GGJDFs and GLJDFs are used [12] .
The GGJDF is mathematically written as (4) where JD i − j is calculated by (5) JD factors JD i-j,g relates generation G g in a given bus g with actual power flow F i-j in a line i-j:
The GLJDF is presented by the following equations: (7) where (8) The actual power flow F i-j in a line i-j can be traced by relating the JC factors with load D d in a given bus d:
Transmission Pricing Methods
Transmission pricing methods are distinguished to two parts: (1) locational charges and (2) non-locational charges. The most common method for locational charges that has been implemented by utilities is the MW-mile method. The issue in this method concerns counterflow users, and it is still being debated as to what basis credit should be given to the transmission user who reduces the total net flow of the transmission system. However, many transmission utilities felt uncomfortable with the idea of providing a service and, in addition, paying the users for using it. The reason is clear, because giving credit to transmission users for their contribution in the counter-flow could cause difficulties for transmission utilities to recover the revenue requirements. Hence, the MW-mile method (negative-flow sharing) was introduced [28] . In this method, the negative value of fk(u) is shared between the transmission owner and users using profit sharing factor r [30] . This factor is determined according to the willingness of the transmission owner to share profit with the transmission users [32] . In this research, the profit-sharing factor is considered to be three, as there are three participants: the transmission owner, generator, and load. The charge levied to the user for using a set of circuit ks can be expressed mathematically as (10) where (11) is the total transmission revenue.
For non-locational charges, the postage stamp coverage method has been used by transmission utilities, for instance, the Electricity Supply Board National Grid (EirGrid, Republic Ireland) and Transend (Australia), to cover the total transmission revenue. This method can accurately cover the total revenue, but it seems unfair and inequitable if there is a local load case in the transmission network system. Therefore, a tracing-based postage stamp method was introduced in [31] where individual users are charged based on their actual usage of a transmission line system whether or not the network system consists of local load case.
For a generator, the power injected from G i to the transmission line, which is connected directly to bus i where G i is located, is determined. Power from the generator at bus i, G i , is injected to a transmission line system [33] : (12) where P in is the power flow in transmission line n, which is connected directly with bus i where generator G i is located; (13) where P Gi is the power output of generators of bus i; (14) hence, the actual usage of G i in the transmission line system is P GiT .
For load, the steps with the generator are similar to trace the power usage in the transmission line system. The load at bus i, D i , received power from the transmission line system: (15) where P in is the power flow in transmission line n, which is connected directly with bus i where load D i is located; (16) where P Di is the active power demanded by consumers of bus i; (17) therefore, the actual usage of D i in the transmission line system is P DiT .
A new technique for the transmission pricing method is to charge market participants based on actual usage in the transmission line system. The actual power usage in the line system from Eqs. (12) and (17) will be used in the postage stamp coverage method to achieve a fair and equitable transmission service charge methodology [33] . The tracing-based postage stamp method can be described by Eqs. (18)- (21) .
 For the generator: (18) where P c is the percentage cost allocation of each network user, R Gi is the allocated cost to generator I, and C k is the cost of circuit k.
 For the modified locational tariff for G i : (19)  For load: (20) where R Di is the allocated cost to demand i. 
MPR Method
The existing PR method proportionally allocates 50% of losses to loads and 50% to generators [15] ; i.e., (22) where L Gi is the losses allocated to generator i, L Dj is losses allocated to demand j, and L denotes transmission power losses.
Generation and demand loss allocation factors are computed, respectively, as (23) (24) In this article, the MPR method is introduced by integrating the existing PR method with the GGJDF and GLJDF approaches to allocate the losses among different market users. The merit of this method is that it considers the counter-flows, which contribute negative losses. Based on Eq. (22), let P Gi-j and P Di-j denote the power contributed by generator G and load D to line i-j, which is determined by GGJDFs, and GLJDFs are used to replace P Gi and P Di . P Gi-j and P Di-j can be (+) or (-) depending on the JD and JC factors. Thus, the equation implies that the line losses are distributed among participants based on the actual utilization of the line. In addition, for P i-j , the net power flow in line i-j is used instead of P G and P D , as the analysis is based on the utilization of the transmission line system. Therefore, the contribution of losses of each market participant to the line system can be determined as (25) (26) (27) where L i-j is the loss base case, which is determined from the AC power flow.
From Eqs. (25) and (26), it can be summarized that the loss contributed by each generator G to line i-j is (28) (29) where K i-j is the loss allocation factor for line i-j.
New Transmission Charge Scheme
Two schemes introduced in this article are NS1 and NS2. For NS1, the loss charge integrates with conventional locational charges, while for NS2, the loss charge is considered for both conventional locational and non-locational charges. In case study, both schemes are tested to identify which scheme is superior and reflects a fair and equitable transmission pricing method.
NS1
By integrating the loss charge component with a DFETP locational signal, a new generation/demand locational charge equation can be obtained as follows.
 New locational charges for generator: (30) where f kGi is the k-circuit flow caused by generator i, is the k-circuit capacity, and L kGi denotes the k-circuit losses caused by generator i. Table 2 Usage allocation, loss allocation, and locational charges for G2 and G4
Usage allocation (MW) Loss allocation (MW)

Bus i
Bus j G2 G4 G2 G4 The non-locational charges for both users are recovered by using the tracing-based postage stamp method as shown in Eqs. (18)- (21). 
NS2
By integrating the loss charge component with DFETP locational and non-locational signal, a new generation/demand locational charge equation can be obtained as follows:
 New locational charges for generator:
 Locational tariff for generator: (35) where TL Gi denotes total losses contributed from Gi.
 Locational tariff for demand:
where TL Di denotes total losses contributed from Di.
Finally, the transmission cost not remunerated is recovered by using the new tracing-based postage stamp method.
 Non-locational tariff for generator:
 Non-locational charges for each generator:
 Non-locational tariff for demand:
 Non-locational charges for each demand:
The proposed approach can be summarized by the flowchart shown in Figure 1 .
Case Study
The IEEE 39-bus test system shown in Figure 2 is selected using the proposed method. The parameters for the system were reported in [34, 35] . The capacity of all circuits is assumed to be 800 MW. The system consists of 10 generators producing a total power of 6139.964 MW and 19 loads that need a total of 6097 MW. There is local load at buses 31 and 39. Let the total transmission revenue be $12,224,200. Table 1 shows the DC flow base case using the JDFs method and the loss base case obtained from MATPOWER analysis. Table 2 shows the usage allocation, loss allocation, and locational charges for G2 at node 31 and G4 at node 33. The usage allocation is obtained by using the GGJDF method, while for loss allocation, MPR methods are adopted. As can be seen, the total loss allocated for G2 and G4 are -1.347 and +4.131, respectively. Hence, by applying the proposed method, G2 will pay less as it contributes negative losses. On the other hand, high charges for G4 contributes positively to system losses, and this makes the payment higher after integrating the loss component. The locational charges for NS1 and NS2 are similar as both methods considered losses in transmission charging. Table 3 shows the locational charges by using DFETP and the proposed methods, which are NS1 and NS2 for demands. It clearly shows that positive losses increase the locational charges, while incentives are given to the demand, which contributes negative losses. As the total loss charge is $3567.96, the total locational charge is increased from $3,623,901.47 to $3,627,469.42. As shown in Figure 3 , with the presence of losses charges, total locational charges for generators and demands are increased. Table 4 shows the non-locational charges for the generator at nodes 31 and 33. The generation for G2 is actually 477 MW, but due to the local load, G2 only uses 476.290 MW in the transmission line system. The actual power usage of the generator in transmission line system P GiT can be determined by using the tracing-based postage stamp method. The non-locational charges for NS1 and NS2 are lower than the DFETP method because the locational charges for both proposed methods are high compared to the DFETP method. The loss charges are taken into account in the NS2 method. Hence, it can be seen in Table 4 that G2 paid less non-locational charges, as a negative charge is allocated to it. A similar result is also shown for demand in Table 5 , where for D29, $367 is credited from the total nonlocational charge, which decreases from $118,650.56 to $118,283.56 as D29 contributes negative losses. Figure 4 compares the total non-locational charges for the DFETP, NS1, and NS2 methods. The total non-locational charges are less for the proposed scheme, and this is significant as for the locational charges; the proposed scheme takes into consideration both the user's utilization in the network and the loss contributed by that user within the line. As can be observed from Table 6 and Figure 5 , the proposed NS1 and NS2 allocate less nonlocational tariff because the locational charges for both methods consider the losses. The losses are taken into consideration in non-locational charges by NS2. Hence, the nonlocational tariff for NS2 is less than that for NS1. Incentives are given to the user for loss reduction. On the other hand, they will be charged more if they contributes more losses to the network system. 
Conclusion
This article has proposed two new schemes-NS1 and NS2-for transmission service charges in pool power markets. For both methods, JDFs, GGJDFs and GLJDFs are used for transmission usage allocation among different transmission users. Losses are considered in the locational charges for both schemes. The losses are allocated for different market users by using the MPR method, which integrates GGJDFs and GLJDFs with the existing PR method. This method has the ability to allocate system losses among different network users in each line, taking into account the counter-flow detected by GGJDFs and GLJDFs. Thus, the merit of the proposed methods lies on rewarding the user for relieving the transmission losses, and this yields less locational charges paid by that user. For nonlocational charges, only NS2 considered losses in transmission charging. The market users are charged based on their actual usage and loss contribution in each transmission line system. Incentives are given to the users that relieve the transmission system losses. In addition, the advantage of this proposed scheme is to encourage new power plants to be built in appropriate locations for relieving the transmission load. In conclusion, NS2 is superior to other methods, as it reflects fair and equitable transmission service charges. In this scheme, both locational and non-locational charges are assigned to the market users based on their usage and loss contributed in the transmission line.
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